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2" DIAMETER X 8' LONG SCREW ANCHOR WITH 2" SQUARE
DRIVE AND FACTORY DRILLED AND TAPPED 3/4-10 UNC
BOLT HOLE. AB. CHANCE CAT. NO. T12-0678 MEETS

THESE REQUIREMENTS.
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MALS LIR MG-20 T~BAR TOWER SHEET 19.
MALS DISTRIBUTION AND MONITORING RACK PER SHEET 16.
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THIS BAR IS EQUAL TO 2"
AT FULL SCALE (34X22).

FREEPORT, ILLINOIS

1. IN THE CRUSHED ROCK PLOT AREA, TOPSOIL IS REMOVED "TO A DEPTH OF 87,
SEPARATION FABRIC IS PLACED OVER THE £XCAVATED AREA, AND A MINIMUM
DEPTH OF CRUSHED ROCK 1S PLACED AND COMPACTED. THE FINISHED CRUSHED

©,

DETAIL
NOT TO SCALE

TO TOP OF
MALS POLE

ROCK SURFACE SHALL HAVE NO WATER~RETAINING DEPRESSIONS.

2. WHERE SPECIFIC MANUFACTURERS OF EQUIPMENT ARE GIVEN, THE CONTRACTOR
MAY SUBMIT ALTERNATE EQUIPMENT EQUAL TO THAT PROPOSED FOR

CONSIDERATION BY THE ENGINEER.
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*12 STRANDED COPPER WIRE
FOR MALS LIGHT BAR GRQUND
ALLOW ENQUGH SLACK

AT THE BOTTOM. AVOID
PINCHING OF CABLE.

ENLARGE EXISTING HOLE
TO 2 172" DA

ROUTE GROUND WIRE
THRU 1/2" TAPPED HOLE

PIVOT ROD

PROVIDE SUFFICIENT SLACK TO
ALLOW POLE TILTING. ROUTE
CABLE UNDER PIVOT ROD:
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*6 BARE STRANDED COPPER
WIRE TO GROUND ROB

3/4" PVC CONDUIT. BASE PLATE
CAP CONDUIT WITH /1
SEALING COMPOUND.
. T-BAR
MOUNTING STAND GROUNDING DETAIL
(TYPICAL)
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